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Sterility Testing Made Easy 
Pioneering Excellence with Steritest™ Symbio Pumps

•   Didesain menyesuaikan dengan kondisi lingkungan yang dapat digunakan di dalan

     Laminar Flow Hoods, Isolator dan Cleanroom.

•   Dilengkapi dengan software yang mudah digunakan dan memudahkan dalam 

     pembuataan Test Methods

•   Didukung oleh professional service meliputi instalasi dan training, protokol 

     validasi dokumen, dan IQ/OQ servis

•   Drain tray, dengan desain easy sliding dan 

     mengurangi  splashing 

•   Dapat  memuat hingga 250 filtration protocol,

     dengan 30 tahap per protocol  

•   Transfer: USB flashdrive/ network cable

•   Volum  kecil sampel 1 ml  coefficient of

     Variation 1.96%

•   User interface: pressure monitoring dan metode 

     test pada layar

•   Layar terpisah dan bisa diputar (mengurangi 

     refleksi cahaya)

•   Penyangga botol dapat disesuaikan dengan

     ketinggian yang dibutuhkan

Dengan desain terbaru yang komperhensif, user friendly, ergonomic, dan reliable



Spesifikasi 
Parameter 

Width 633 mm ( 24.9 in ) 
Depth 372 mm ( 14.6 in )
Height 410 mm ( 16.1 in ) 
Weight 15.8 Kg ( 34.8 lb ) with accessories

14.2 Kg ( 31.3 lb ) without accessories
Pump head height 158mm ( 6.2 in ) 
Width 588 mm ( 23.1 in ) 
Depth 313 mm ( 12.3 in )
Height 354 mm ( 13.9 in ) 
Weight 17.6 Kg ( 38.8 lb ) with accessories

16.0 Kg ( 35.3 lb ) without accessories
Pump head height 81 mm ( 3.2 in ) 
Rotation speed Up to 240 rpm
Timer from 0.5 to 999
Power supply voltage 100 to 240 Volt AC, 50/60 Hz
Input to pump 24 Volt DC
Power LFH version : maximum 120 W

ISL version : maximum 140 W
Ambient temperature  15 to 40 °C (59 to 104 °F)
Relative humidity < 90%
Altitude < 2000 meters (6561 feet ) 
Filtration units Compatible with all Steritest™ EZ 

neo , Sterisolutest® EZ, 
Steridilutor® and liquid transfer kits

Protection type ( IEC 60529-2004 
) IP64 for the pump
Sound intensity <70 dB
Drain try Available
Flexible bottle holder Available
LCD screen 11 cm ( 4.3 inch ) color LCD screen
Communication Hub on/off switch
USP port Available
Ethernet port Available
Overfill system port Available
Fuse slot Available
Syringe support Optional
Footswitch port Optional
Pump connectuon cable Available
Power inlet Available

Language
Simplified Chinese; English; French; 
German; Italian; Japanese ; 
Portugues or Spanish

Document IQOQ Available
Performance Qualification Available by user

Operating Requirements 

Main Accessories ( complete with ) 

Value Range

Dimensions and weight LFH version 
, equipped pump

Dimensions and weight ISL version, 
equipped pump

Performance specification

Electrical Specifications



 

  
 

 

 
 

 
 

 

 

 

 

Accessories  

 
Pressure control kit for Steritest™ Pumps  TQ00PSI01  

Steritest™ pump footswitch  SYMBFSW01  

Steritest™ Symbio communication hub holder for isolators  SYMBCHI01

Steritest™ Glass Ampoule Breaker  SYMBABR01

Steritest™ syringe support  SYMBSY01

STERITEST SYMBIO OVERFILL  SENSOR STRAP  SYMBWSS01

Drain tubing for Steritest™ pumps, silicone, 1.5 meters  SYMBTBG01

 

Nama Produk No. Katalog 
SteritestTM  Symbio LFH 2 Media  SYMBLFH01  

Steritest  TM  Symbio Accesor LFH 2 Media  SYMBLFHA1  

Power Cord 230V  FTPF01866  

Steritest  TM  Symbio Pumps validation protocol  SYMBA4VP1  

On site sterility testing validation  TSVALID11  

Nama Produk No. Katalog 
SteritestTM  Symbio ISL 2 Media  SYMBISL01  

Steritest  TM  Symbio Accesor ISL 2 Media  SYMBISLA1  

Power Cord 230V  FTPF01866  

Steritest  TM Symbio Pumps validation protocol  SYMBA4VP1  

On site sterility testing validation  TSVALID11  

 No. Katalog 
SteritestTM  Symbio Flex  SYMBFLE01  

Steritest TM  Symbio  Accesor Flex  2 SYMBFLEA1  

Steritest™ Symbio FLEX high integration kit for round cutout  SYMBFHR01  

Steritest™ Symbio drain tray support for 2 canisters, FLEX 

pump, high integration  

SYMBDSF02  

Power Cord 230V  FTPF01866  

Steritest  TM
 Symbio Pumps validation protocol  SYMBA4VP1  

Steritest™ Symbio FLEX high integration kit for oval   SYMBFHV01  

Steritest™ Symbio FLEX optional handles  SYMBFHA01  

Steritest™ Symbio feet for use in isolator  SYMBFEE01  

Steritest™ Symbio connection cable extension with tri - clover clamp

  

SYMBXTC01  

Nama Produk

cutout

Ordering information  

Nama Produk No. Katalog



  

 

Green Base 

 

Red BaseBlue Base  

 

Membran Mixed Cellulose Esters PVDF (Durapore) 
 

Canister 
Plastic

Styrene Acrylonitrile (SAN) Grilamid 
 

Tubing PVC 
Drainase Small Drainage Channels - Prevents “cracking”   of membrane while under 

pressure. 
  Flat Base Design & Small Drainage Channels with 

Additional “drainage ring 
Chimney  Internal chimney 

 

 

 
 
 

 
 

SteritestTM NEO Devices – Canister

 • Pre-installed clamps

• Heat sealing of the membrane to the base 
   followed by ultrasonic welding of the Top

• Red plugs : pengaturan tekanan

• Penanda Graduasi Volume on canisters
   (50, 75 & 100ml)

• Differentiated tubes (black line)

Ketertelusuran secara menyeluruh:
1. Steritest Catalog Number
2. Steritest Lot Number
3. Expiry Date
4. Canister serial number



THE EVOLUTION 
OF SAFETY

THE EVOLUTION 
OF cONVINIENCE

Clamps berwarna pada Steritest™ 
Neo menjadikan lebih percaya diri saat          
bekerja.  Klem berwarna pada canister 
mencegah kesalahan pengisian, serta 
garis hitam pada selang untuk menjamin
keakuratan saat proses pengisian media.

Gradasi volume dan penambahan 
garis gradasi volume 25 mL pada          
Steritest™Neo meningkatkan keyakinan, 
akurasi serta ketepatan kerja saat       
pengujian.

Penanda baru pada selang 
Steritest™ Neo  memastikan           
penempatan selang tepat pada 
kepala pompa sehingga mening-
katkan kenyamanan saat bekerja. 

Penambahan pengemas khusus 
untuk aksesoris yang dilengkapi dengan 
garis khusus untuk alur pembuka mening-
katkan kemudahan dan kenyamanan saat 
bekerja.



THE EVOLUTION 
OF REALIBITY
Optimalisasi identifikasi dan ketelusuran 

Memudahkan proses identifikasi dan pemilihan kemasan 
dengan desain baru menggunakan kode warna berdasarkan warna dasar dari 
Steritest™Neo dan gambar jarum sesuai aplikasinya 

Barkode ID pada label 
yang berisi informasi            
penting bisa dilepas untuk 
ditempel pada logbook kerja 
di Laboratorium sehingga 
memudahkan pelacakan 
dan akurat.



Sampel Produk untuk 
Sterility Tes ng 
 

 

  

 

  

  

  

 
 
 

Blue Base 
Canister 

 
    

 

TZHALA210

 

10 
Steritest™ NEO devices for liquids in 
ampoules and collapsible bags mixed cellulose 
ester membrane 0,45µm 10/pk 
 

 

TZHALA205

 

5

 
Steritest™ NEO devices for liquids in 
ampoules and collapsible bags mixed cellulose 
ester membrane 0,45µm 10/pk, double packed 

 

TZHALV210

 

10 
Steritest™ NEO devices for liquids in large 
vials mixed cellulose ester membrane 
0,45µm 10/pk 
 

 

TZHALV205

 

5 

Steritest™ NEO  devices for liquids in large 
vials mixed cellulose ester membrane 
0,45µm 10/pk, double packed 
 
 

TZHASV210

 
 

10 
Steritest™ NEO devices for liquids in small 
vials mixed cellulose ester membrane 
0,45µm 10/pk 
 

  

TZHAPC210

 

10 
Steritest™ NEO devices for liquids in 

Steritest™ NEO devices for liquids in 

plastic containers mixed cellulose ester 
membrane 0,45µm 10/pk 
 

 

TZHASY210

 
 

10 
Steritest™ NEO devices for liquids in 
syringes mixed cellulose ester membrane 
0,45µm 10/pk 
 

  

TZHAMD210

 

10 

for medical devices  
(perfusion lines, catheters, blood  pumps, 
transfusion lines, urine pouches and artificial 
kidneys) 

  

TZHADV210

 
 

10 

 
 

  

 
No. Cat QTY/Pk SteritestTM NEO Devices Sampel produk untuk

sterility testing

Steritest™ NEO devices

Steritest™ NEO devices for soluble
powders in vials mixed cellulose ester
membrane 0,45µm 10/pk (Lyophilized
Products



 

TZHADA210

 

10

 Steritest™ NEO devices for soluble 
powders in ampoules mixed cellulose ester 
membrane 0,45µm 10/pk (Lyophilized 
Products) 
 

  

TZA000010

 

10

 Steridilutor® NEO devices for liquid transfer 
10/pk  (The Liquid transfer Kit single needle 
is a tubing and needle assembly for the 
transfer of liquids from ampoules to a 
diluent vial with septum ) 

  

 

  
 
No. Cat QTY/Pk SteritestTM NEO Devices Sampel produk untuk sterility testing 

TZHVAB210 

 

TZVC00010 

 
10 

Steritest™ NEO 
devices for antibiotics 
low binding PVDF 
membrane 0,45µm 
10/pk 

Steridilutor® NEO 
devices with expansion 
chamber for liquids 
and soluble powders in 
vials 10/pk 
 
 

 

TZHVDV210 
 

10 

Steritest™ NEO 
devices for soluble 
powders in vials low 
binding PVDF 
membrane 0,45µm 
10/pk 
 

  

 

No. Cat QTY/Pk
  

SteritestTM NEO Devices
 

Sampel produk untuk
sterility testing  

Red Base
Canister 



 

No. Cat QTY/Pk SteritestTM  NEO Devices Sampel produk untuk sterility testing 

bags low binding PVDF 
membrane 0,45µm 
10/pk (perfusion lines, 

transfusion lines, urine 
pouches and artificial 
kidneys) 

 
 

TZHVSV210

 
  

10 

Steritest™ NEO 
device for liquids 
in small vials low 
binding PVDF 
membrane 
0,45µm 10/pk  
 
 

  

TZHVLV210

 

10 

Steritest™ NEO 
devices for liquids in 
large vials low 
binding PVDF 
membrane 0,45µm 
10/pk 
 

   

 

 

 
 

TZHVSL210 10 

 
Steritest™ NEO 
devices for solvents 
creams ointments and 
veterinary injectables 
low binding PVDF 
membrane 0,45µm 
10/pk  
(common solvent for 
dissolving creams: 
Isopropyle Myristate) 
 
 

 

 

Green Base
Canister 

catheters, blood  pumps, 

TZHVMD210 10 

Steritest™ NEO 
devices for medical 
devices and collapsible 

No. Cat QTY/Pk SteritestTM NEO Devices Sampel produk untuk sterility testing 



 
 
 
 

Step 1 
Controlled 
environment 
including 

 
 
 

Step 2 
Components are
transferred to a
preparation tank
within a close 

Step 3 
Bottle cleaning 
Process utilizes 
controlled 
purified water 

 
 

Step 4 
Media and rinse
fluids are filtered
through a 0.45 
m /1 m fllter 

Step 5 
Single-use 
lines are used 
in the 
Filling station 

Medium for Sterility testing 
Ready to use  
 
  

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 

 
 
Nama Produk No. Katalog Packing Shelf life 

(months)
Trypcase Soy Broth  Screw cap with septum  STBMTSB12  100 ml x 12 12 

Trypcase Soy Broth  Screw cap with septum – double packed  STBMTSB12DP 100 ml x 12 12 

Fluid Thioglycollate Medium Screw cap with septum  STBMFTM12  100 ml x 12 12 

Fluid Thioglycollate Medium Screw cap with septum  – double 
packed  

STBMFTM12DP  100 ml x 12 12 

Clear Fluid Thioglycollate Medium Screw cap with septum  STBMCTM12  100 ml x 12 12 

Clear Fluid Thioglycollate Medium Screw cap with septum  
double packed  

STBMCTM12DP  100 ml x 12 12 

USP Rinse Fluid A Screw cap with septum  STBMRFA12  100 ml x 12 12 

USP Rinse Fluid A Screw cap with septum  – double packed  STBMRFA12DP  100 ml x 12 12 

USP Rinse Fluid A Screw cap with septum  STBMRFA34  300 ml x 4 12 

USP Rinse Fluid A Screw cap with septum  STBMRFA64  600 ml x 4 12 

USP Rinse Fluid D Screw cap with septum  STBMRFD34  300 ml x 4 12 

USP Rinse Fluid K Screw cap with septum  STBMRFK34  300 m l x 4 12 

Trypcase Soy Broth Crimp cap with septum  1.46317.0010 100 ml x 10 12 

Fluid Thioglycollate Crimp cap with septum  1.46406.0010 100 ml x 10 12 

Clear Fluid Thioglycollate Crimp cap with septum   1.46456.0010 100 ml x 10 12 

USP Rinse Fluid A Crimp  cap with septum  1.46470.0010 100 ml x 10 12 

USP Rinse Fluid A Crimp cap with septum   1.46415.0006 300 ml x 6 12 

USP Rinse Fluid D Crimp cap with septum  1.46483.0006 300 ml x 6 12 

  

 Warna penutup botol yang 
berbeda untuk memudahkan 
diferensiasi 

 
 Komposisi media acc. 

USP/JP/EP 
 
 Berbagai macam konfigurasi dan 

volum 
 
 A non-coring, diameter septum 

yang lebar  memudahkan 
pemusukan aman untuk user  

 

The Millipore manufacturing steps ensure reliable testing



Direct Inoculation 
 No. Katalog Packing 

 1.46220.0100 100 x 9 ml 6 

1.46220.0020   20 x 9 ml 6 

1.46139.0100 100 x 10 ml 6 

1.46139.0020   20 x 10 ml 6 

1.46432.0100 100 x 9 ml 12 

1.46432.0020 100 x 9 ml 12 

 
 
 
Dehydrated Culture Media 

 

 

 

 

 
 
 

 

 

 

 

 

Nama Produk No. Katalog Pack 
Tryptic  Soy B roth 1.05459.0500 500 g 
Fluid Thioglycollate Medium  1.08191.0500 500 g 
Peptone From  Meat  Peptic digested (for making fluid A &D)  1.07224.1000 500 g 
Nutrient Broth  (for making fluid K)  1.05443.0500 500 g 
Tween® 80 (Polysorbate) Ph Eur,JP,NF 8.17061.1000 1000 g  

@mercklifescience.id

@merckindonesia

Merck Life Science
Indonesia 

Merck Life Science
Indonesia 

PT Merck Chemicals and Life Sciences
Arkadia Green Park - G building, 9th floor
Jl. TB Simatupang No.Kav. 88, Pasar Minggu Jakarta, 12520, Indonesia
www.merckmillipore.com | www.sigmaaldrich.com

Contact Us

Toll Free: 0800 140 1253  CS.Merck@merckgroup.com

Thioglycollate Med. acc. EP 2171r-100p

Thioglycollate Med. acc. EP 2171r-20p

Thioglycollate Medium acc EP 2170r-100p
Thioglycollate Medium acc EP 2170r-20p

Tryptic Soy Broth acc EP+USP 3080r-100p

Tryptic Soy Broth acc EP+USP 3080r-20p

Shelf life
(months)

Nama Produk


